REGINA  RADIATORS 


V V AND  V V 

Fowler  & Wolfe  Wall  Radiators 


The  Fuller -Warren  Co, 

Milwaukee,  Wisconsin. 


The  Fuller  ^Warren  Co, 


^ ^ The  Regina 

Padiator 

FOR  BOTH 

STEAM  and 
HOT  WATER 
HEATING. 

se 


The  sections  are  connected 
at  top  and  bottom  with  2 inch 
R.  and  L.  threaded  nipples. 

End  sections  have  2 inch 
plugs  on  top,  which  can  be 
removed  when  desired  to  make 
end  connections. 
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TAPPINGS. 


40  square  feet  and  under 

- 1 

70  " " '■  " 

- 

100 

- IK 

Larger  Sizes 

- 2 

Width  at  top 

- 9H 

Width  at  legs 

- 9H 

From  center  of  tapping  to  floor 

II  l<  I.  n « « ^ .. 

ATd  Y2  inch  to  length  of  radiator  for 
each  bushing. 

Tappings  are  right  hand  if  not  other,- 
wise  ordered. 
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The 

ornamentation 
of  the  . . 

Regina 

Radiator 

is  , 

NEW, 
ARTISTIC 
and  PLEASING. 


The  Regina 
i Radiator 

is  designed  to 
occupy  the  least 
wall  space,  to  a 
given  amount  of 
heating  surface. 


^ r The 

Regina 

Radiator 

has 

attained 

the 

highest 

degree 

of 

efficiency 
as  a 
heater, 


Regina— 

Radiators 


assembled  in  odd 
forms,  will  be 
charged  for  extra. 

Always  send  . , , 

DIAGRAMS 
and  MEASUREMENTS 

when  ordering  Radiators 
to  be  assembled  different 
from  the  regular  form. 


The  " Regina  Radiator " has  no  Equal  in  Quality, 


The  Fuller -Warren  Co, 


The  cuts  on  this  and  following  pages  show  the  FOWLER  L WOLFE 
PATENT  WALL  RADIATOR,  and  also  illustrate  a few  of  the  many  forms 
that  are  in  use. 

Can  be  used  in  any  position,  i,  e,  horizontal,  vertical,  or  flat, 

Requires  one-half  the  wall  space  of  pipe  coils,  and  is  equally  as  effec- 
tive in  heating, 

Can  be  used  for  single  or  double  pipe  work. 
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CUT  SHOWING  SECTIONS  CONNECTED  VERTICALLY. 


THE  LATEST  APPLICATION  OF  THE  OLDEST  AND  BEST  PRINCIPLE  IN  HEATING. 


^ * 

The  design  is  very  artistic,  and  when  ornamented  in  colors  to  blend 
with  the  surroundings,  will  add  beauty  to  any  room  where  Radiators  may  be 
required 

We  carry  SECTIONS  of  the  F,  L W,  wall  Radiators  in  stock  made 
up  in  two  styles  of  tapping,  i,  e,  vertical  and  horizontal;  therefore,  when 

ordering,  it  is  necessary  to  specify  the  style  wanted  and  also  if  for  steam  or 
hot  water. 

All  corner  holes  are  tapped  I'/  in,  R,,-!-!,  standard  thread,  and  the  or,- 
namental  plugs  in  same  are  interchangeable,  thus  admitting  of  any  desired 
connection  of  flow  and  return  pipes. 
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CUT  SHOWING  HORIZONTAL  RADIATOR  MADE  IN  TWO  SERIES. 


^ ^ ^ 
/T~  /T~  fT~ 


The  Fowler  & Wolfe  patent  wall  Radiator  is  made  in  three  sizes  of 
sections,  all  of  which  are  3 inches  thick  and  12  inches  wide. 

Standard  size,  24  in.  long.  12 in.  wide.  7 sq.  ft.  surface.  42  cents  list. 

Medium,  21  “ 12^2  " 6 ‘‘  “ 44  " 

Short,  17  " 12K  “ 5 " “ 46 

The  Fowler  £ Wolfe  patent  wall  Radiator,  requires  only  one  square 
foot  wall  surface  for  three  and  one^half  feet  of  heating  surface. 
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'M" 

No,  B-5 
A ^ No,  B 6 


CUT  SHOWING  R.\DIATOR  SET  ON  BRACKET  "B" 

BRACKETS 

EOR  SUPPORTING 

FOWLER  L WOLFE  WALL  RADIATORS, 

BRACKETS  FOR  VERTICAL  RADIATORS. 


No.  A 2 
No.  A -3 

BRACKETS  FOR  HORIZONTAL  RADIATORS. 

No.  B 1 Height  from  floor  to  center  of  end  tapping  boss,  16  in 
No,  B-2 
No,  B-  3 
No,  B 4 
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^ ^ ^ 

Bracket  "C"  is  fastened  to  wall  or  wain^ 
scoting  at  any  desired  height  to  support  either 
horizontal  or  vertical  Radiators, 

Bracket  "D"  is  screwed  to',  baseboard  to  sup,- 
port  Radiators  two  sections  wide. 
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' - - MANUFACTURERS  OF  ^ ^ 


REGINA  RADIATORS, 

FOWLER  & WOLFE  WALL  RADIATORS, 

STEAM  BOILERS,  HOT  WATER  BOILERS  AND  FURNACES. 


THE  ABOVE  CUT  ILLUSTRATES  A VARIETY  OF  APPLICATIONS  OF  WALL  RADIATORS. 


